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[Exhibition Hall 4]

1. Building equipment 7. Sanitary
@ Construction structure Steel structure (reinforced concrete in part) ®Number of Lavatory in exhibition halls
@ Exhibition area 6,729m (Maximum number of small partitions: 380)
#Total floor space 7'942m’ Male Female For Multi-purpose use
#Ceiling height 12m Style Style Ostomate
#Floor finish Asphalt urinal | 3pN | western | Basin | jpn | western | Basin support
#Floor load limit st/m 9 ‘ 2 ‘ 4 8 1 ‘ 7 5 2 Available
# Affixing anchor-bolts Available (depth=60mm or shorter, $16mm or smaller),
and should be 300mm and more distant from the floor pit edge.
#Pillar/Pillar interval 30m #Hot-water boiler service space is equipped in Office room.
@ Move-in/Move-out gate from backyard 5
®Pits Main = 1, Sub = 10 for electricity, 10 for equipment, 2 for network 8. Air-conditioning/Ventilation
#Supplementary Room Office Room: 1 (with hot-water boiler service room) #Air-conditioner Cooling/heating
Warehouse: 2 #Ventilation Roof fan (Controllable from Office room)

2. Electric equipment

9. Fire Safety Equipment

#Electricity for exhibition Three-phase/1000kVA, Single-phase/600kVA #Indoor fire hydrant 3
#Terminal board 50 (1 electric pit x 5 points x 10 lines) #Outdoor fire hydrant 6
#Ceiling lighting in Hall area  LED (2 x 50 points), 100 points per unit #Installed fire extinguishers (size10) 16
(Average illuminance: 450 lux) #Sprinkler equipment N/A
#Fire alarms 1
3. Networking #Emergency phone 3
#Network I/F Office Room: 2 ports per room (occupied 1 unit for wireless LAN I/F) ®Smoke exhaust equipment Smoke exhaust controller: 5 points
(LAN I/F) (Smoke can be exhausted forcibly by controlling exhaust fan from Office room.)
#®Networking Optical line and terminals are available in circuit breaker room. ®AED 1 equipped in Office room
#Phone 06-6612-8814 (incoming calls only)
10. Other service facilities
4. Video equipment @ Beverage vending machines Installed at Entrance space of exhibition halls and in phone booths.
#Surveillance camera (ITV)  Monitor, Controller PC, Cameras (x2) #Parking space in backyard 48
®TVI/F 1 No Name
11. Office room drawing 1 | Office desk
5. Broadcasting equipment 2| Office chair
@Input Wireless microphone 2ch 3 Wagon
Microphone 1 4 Table
CD player, AM/FM tuner, SD card, Bluetooth®, USB player 5 | Stacking chair
®Announcement Available for both In/Out in each hall by using patch code. 6 | Whiteboard
(Please contact our staff.) 7__| Whiteboard (with legs)
4Amp out 720W 8 Locker (for 4 personnel)
9 Shelf
6. Machinery (supplying from the main pit) 10 | Personal box

Water supply

11 | Folding chair
12 Microphone

10 points ($25mm x5 per point)

Drainage

Available (for machinery sub-pit) 13 Clock

Town gas

14 | Fire
15 | Gas cooker

10 points (80 mm + ¢50mm per point)

Compressed-air ports

10 points (¢p20mm x5 per point) 16 | Air cleaner

17 | Umbrella stand
18 | Trash box (big)
19 Trash box (small)
20 | Wheelchair

21 AED
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